DECLARATION OF PERFORMANCE ,m

NUMBER: 0001

FATRAFOL-S

1. Unique identification code of the product type FATRAFOL-S

System of mechanically fastened flexible

2. Intended use of the construction product .
roof waterproofing membranes
Fatra, a.s.
3 Manufacturer tfida Tomase Bati 1541
' 763 61 Napajedla
B IC: 27465021 DIC: CZ27465021
4. Authorised representative Is not relevant
o _5 : Sys_tem of assessment and verification of constancy 24
7 of performance - .
Harmonised norm ETAG 006
Technicky a zkugebni Gstav stavebni R
6 Praha, s.p.
| - Prosecka 811/76a
Notified body 190 00 Praha 9 - Prosek
IC: 00015679 DIC: CZ00015679
- Notified body no. 1020
Is not relevant, the harmonised norm
European assessment document .
_ e applies to the product
European Technical Assessment ETA-12/0013
7 Technicky a zku3ebni Ustav stavebni
' Praha, s.p.
Prosecka 811/76a

Technical Assessment Body 190 00 Praha 9 - Prosek

IC: 00015679 DIC: CZ00015679
Notified body no. 1020

BASIC PROPERTIES OF THE SYSTEM

Parameter Value Norm
Brooe (t1)
Broor (t2)

External fire performance Broor (t3) EN 13501-5
Broor (t4)
Croor (t4)

Release of dangerous substances NPD EN 14783
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DECLARATION OF PERFORMANCE ,m

Resistance to wind

NPD = not performance determined

tested

ETAG no. 006
EN 16002

BASIC PROPERTIES OF WATERPROOFING MEMBRANE

Parameter

Thickness

Dimensional stability

Reaction to fire

Joint peel resistance
longitudinal direction
cross direction

Joint shear resistance
longitudinal direction
cross direction

Tear resistance
longitudinal direction
cross direction

Foldability at low temperature

Watertightness, 400 kPa

Value
1,20 1,50 1,80 2,00 mm
max. +0,3 %

class E

Norm
EN 1849-2
EN 1107-2

EN 13501-1

2 260 N/50 mm
2 260 N/50 mm

> 1000 N/50 mm
2 1000 N/50 mm

EN 12316-2

EN 12317-2

2 200N
2 220N

<-25°C

pass

EN 12310-2

EN 495-5

EN 1928
method B

Maximum tensile force
longitudinal direction
cross direction

Elongation at maximum tensile force

longitudinal direction
cross direction

Resistance to static load

Water vapour properties - moisture

resistance factor p

2 1000 N/50 mm
> 1000 N/50 mm

215%
220%

> 20 kg

15000 + 30 %

Impact resistance
thickness 1,20 mm
thickness 1,50 mm - 2,00 mm

Impact resistance

2 1000 mm
2 1250 mm

2 2000 mm
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DECLARATION OF PERFORMANCE ,m

BASIC PROPERTIES OF WATERPROOFING MEMBRANE AFTER LONG-TERM STRESS

Parameter

Joint peel resistance after exposure to
heat

longitudinal direction

cross direction

Joint peel resistance after exposure to
water

longitudinal direction

cross direction

Joint shear resistance after exposure
to heat

longitudinal direction

cross direction

Value

> 208 N/50 mm
> 208 N/50 mm

> 208 N/50 mm
> 208 N/50 mm

> 800 N/50 mm
> 800 N/50 mm

Foldability at low temperature after
exposure to heat

<-25°C

Norm

EN 12316-2
EN 1296

EN 12316-2
EN 1847

EN 12317-2

EN 1296

EN 495-5
EN 1296

MECHANICAL ANCHOR ELEMENTS

Parameter Parameter assessment
Van Roij [Eurofast) TRP45+EDS-S 4,8 1160 N
Afast (Guardian} RB 48 + PS 4,8 1270 N
Axial load Afast (Guardian} SP-50 + PS 4,8 1270 N
GWSPP (Guardian Weld Plate 80 PVC) + BS 6,1 1780 N
EGB/2C + ETANCOPLAST 50 (ETANCO) 1430 n

Resistance to release anchor element

Mechanical resistance of the
sleeve/relevant only for plastic anchor
_elements/impact height
Resistance of metal anchors to
corrosion -
Mechanical resistance of plastic
anchors after aging due to heat/impact
height

pass?®

2,2 mb

surface corrosion < 15 % after 15 cycles

2,2 mb

3 - rotation of anchor head < % turn of 500 cycles; rotation of anchor head < 2 turn po 900 cycles; vertical movement < 1 mm over

900 cycles

b — reducing the height of impact is equal to or less than 20 % after aging
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DECLARATION oF PERFORMANCE  TZATITZA.

The performance of the product identifies above is in conformity with the set of declared performances.
This declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole
responsibility of the manufacturer identified above.

Signed for and on behalf of the manufacturer by

Fatra, a.s. 02
tfida Tomdse Bati 1541
763 61 Napajedla

Ing. Michaela Bartunikova
technician - quality
Napajedla, 5.12.2023
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